
 
    Anwendungshinweis bei Hydraulischer Betätigung der Werkzeugsätze 
    4934-2572/12  4934-2585/12  4934-2562/6   4934-2566/6 
 
 für Kompakt Radnaben-Lagereinheit mit HAZET Hohlkolbenzylinder 4932-17 und Spindel 4932-TR20. 
 

 
 Die hydraulische Betätigung der Werkzeugsätze ist nur in Verbindung mit den richtigen Druckscheiben  
 für Hydraulik und dem richtigen Einklemmschutz erlaubt: 
 
 
  Druckscheibe (-platte)  

Werkzeugsatz hydraulisch mechanisch Einklemmschutz
4934-2562/6 4934-10 4934-1 4934-7 
4934-2566/6 4934-10 4934-1 4934-7 
4934-2572/12 4934-10 4934-1 4934-7 
4934-2585/12 4934-8510 4934-8501 4934-7 
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     Application Note for the Hydraulic Operation of the Tool Sets 
     4934-2572/12 4934-2585/12 4934-2562/6  4934-2566/6 
 
 For the Compact Wheel Hub / Wheel Bearing Tool Sets together with the HAZET Hollow Piston Cylinder 4932-17 and Spindle 4932-TR20. 
 

 
 Hydraulic operation of the tools sets is only permitted in combination with the appropriate  
 hydraulic thrust washer and protective cover: 
 
 
 
 

          

 Thrust Washer  
Tool Set Hydraulic operation Mechanical operation Protective Cover
4934-2562/6 4934-10 4934-1 4934-7 
4934-2566/6 4934-10 4934-1 4934-7 
4934-2572/12 4934-10 4934-1 4934-7 
4934-2585/12 4934-8510 4934-8501 4934-7 
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