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  Product Information    

1/1 

KL-0192-823   Pliers for Special Safety Rings 

Suitable for large rings on drive shafts in earth-movers and 
construction vehicles. 
 

Technical Data: 
Tip form: ..................... Inter-changeable, hook-shaped, wide, milled 
Tip size [mm]: .............................................. 3.5 x 8 spreading 8 - 75 
Length: ................................................................................. 330 mm 
Weight: ..................................................................................... 490 g 
 

Scope of delivery: 
 

Part No. Description Qty. 
KL-0192-8231 Pliers base body with screws 1 
KL-0192-8232 Pair of Tips, angled 1 
KL-0192-8233 Pair of Tips, straight 1 

KL-0192-824   Pliers for Special Safety Rings 

Suitable for large rings on drive shafts and articulated axles, 
e.g. Opel/Vauxhall, VW-Audi. 
 

Technical Data: 
Tip form: ............................................. straight, pointed, short, milled 
Tip size [mm]: ........................................ 1.6 × 3.3 spreading 3.5 - 26 
Length: ................................................................................. 210 mm 
Weight: ..................................................................................... 190 g 

KL-0192-825   Circlip Pliers 

Suitable for VW-Audi, Mercedes, Opel/Vauxhall, BMW, Ford, 
etc. 
 
Field of Application: 
Deep-seated, large clips on gear shafts and articulated axles. 
Ideal for drive shafts/cv-joints, engines and gearboxes. 
 

Technical Data: 
Tip form: .................................... straight, centering spigot, long, slim 
Min. opening : .......................................................................... 5 mm 
Max opening : ........................................................................ 40 mm 
Length: ................................................................................. 240 mm 
Weight: ..................................................................................... 210 g 

KL-0192-826 A   Circlip Pliers 

Suitable for VW-Audi, Mercedes, Opel/Vauxhall, BMW, Ford, 
etc. 
 
Field of Application: 
Large clips on gear shafts and articulated axles. 
Ideal for drive shafts/cv-joints, engines and gearboxes. 
 

Technical Data: 
Tip form: ............................................... straight with retaining profile 
Min. opening : ....................................................................... 6.5 mm 
Max opening : ........................................................................ 35 mm 
Length: ................................................................................. 225 mm 
Weight: ..................................................................................... 205 g 

  Warnings and Notes 

 Any work on vehicles should only be performed by qualified 
personnel observing and complying with the directions, 
provisions, and safety regulations issued by the vehicle 
manufacturer. 
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