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Product Information    

KL-0284-91 A - Adjustment Tool   
  for Timing Belt Tensioner,  
  VW-Audi, Seat, Skoda 

Suitable for VW-Audi, Seat, Skoda petrol and Diesel 

engines. 

Field of Application 

Designed to be used for adjusting the tension of the timing belt. 

The adjustable multi-position head of the tool allows the 

tensioner pulley to be operated even in confined spaces. 

Technical Data 

Length: ........................................................................ 240 mm 

Adjustable angle: ............................................................. 2x45° 

Distance between pins: ................................................. 18 mm 

Depth: ......................................................................... 29.5 mm 

 

 
 

KL-0284-10 - Adjustment Tool  
   for Timing Belt Tensioner,  
   VW-Audi 

Suitable for VW-Audi engines. 

Field of Application 

Designed to be used for adjusting the tension of the timing belt. 

Depending on the space available, the tool can be operated from 

a variety of angles. 

Technical Data 

Drive::  ........................... 3/8“ or by a mandrel with Ø7.5 mm. 

Length: .......................................................................... 47 mm 

Depth: ......................................................................... 32.5 mm 

 

  Warnings and Notes 

 Any work on vehicles should only be performed by qualified 

specialist personnel observing and complying with the 

directions, provisions, and safety regulations specified by the 

vehicle manufacturer! 

 Always refer to the vehicle manufacturer’s data and 

instructions as only these apply to all work that is carried out 

on the vehicle. 

 All specific vehicle data stated herein are supplied under 

reserve and without commitment. 
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Tensioning the timing belt with the aid of KL-0284-91 A
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