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Product Information   EN

Flywheel-Rotating Tools 

Field of Application 

These tools allow the user to accurately rotate the engine for valve 
setting or other maintenance and service work. 

Technical Data 
Drive .................................................................................. 1/2" 

KL-0363-2 A  Flywheel-Rotating Tool  
with 2 Gear Wheels  

Applicable to: 
Mercedes lorries equipped with either a 6-, 8- or 10-cylinder 
engine; 
MAN lorries equipped with a 12-cylinder engine.  
Engine codes: Mercedes OM401, OM402, OM403, OM409, 
OM421, OM422, OM423, OM429, OM441, OM442, OM444, 
OM446, OM447, OM457, OM489, OM541, OM542; MAN D2842 

KL-0363-3 A  Flywheel-Rotating Tool  
with 3 Gear Wheels  

Applicable to: 
Mercedes lorries equipped with either a 4-, 6- or 8-cylinder 
engine; 
MAN lorries equipped with either a 5-, 6- or 8-cylinder engine.  
Engine codes: Mercedes OM457, OM541, OM542, OM902, 
OM904, OM906, OM924, OM926; MAN D25, D28 

KL-0363-4 Flywheel-Rotating Tool  
with 1 Gear Wheel  

Applicable to: 
MAN lorries equipped with either a 6- or 8-cylinder engine. 
Engine codes: D20, D25, D26, D28 

KL-0363-7 Flywheel-Rotating Tool, Scania 
Applicable to: 
Scania lorries equipped with either a 5-, 6- or 8-cylinder engine. 
Engine codes: DC 12, DC 13, DC 16 

KL-0363-5 Flywheel-Rotating Tool, Volvo 
Applicable to: 
Volvo and Renault lorries equipped with a 6-cylinder engine. 
Engine codes: Volvo D9A, D11B, D12, D16C; 

   Renault DXi11, DXi12 

KL-0363-8 Flywheel-Rotating Tool, Volvo 
Applicable to: 
Volvo and Renault lorries equipped with a 6-cylinder engine. 
Engine codes: Volvo D13; Renault DXi13 

KL-0363-9 A Flywheel-Rotating Tool, DAF 
Applicable to: 
DAF lorries equipped with a 6-cylinder (Euro 5 & 6) engine. 
Engines fitted to DAF XF 105 (Euro 5) for example. 
Engine codes: MX300, MX340, MX375

  Warnings and Notes 
 Any work on vehicles/engines should only be performed by

qualified specialist personnel observing and complying with the
directions, provisions, and safety regulations specified by the
vehicle manufacturer!

 Always refer to the vehicle manufacturer’s data and instructions
as only these apply to all work that is carried out on the vehicle.
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