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Product Information    

Reaction Wrench 
 

KL-0483-10   Reaction Wrench  39 
 

Suitable for Vauxhall/Opel and GM OHC-engines. 
 

Field of Application: 
Required to lock and twist the water pump, so enabling the 
driving belt to be tensioned. 
 

Technical Data: 
: ........................................................................... 39 mm 

Length: .................................................................... 90 mm 

Weight: ..................................................................... 110 g 

Drive: ........................................................................ 1/2“ 

 

KL-0483-11   Reaction Wrench  41 
 

Suitable for Vauxhall/Opel and GM OHC-engines  
e.g. 1.2 / 1.3 / 1.4 / 1.6. 
 

Field of Application: 
Required to lock and twist the water pump, so enabling the 
driving belt to be tensioned.. 
 

Technical Data: 
: ........................................................................... 41 mm 

Length: .................................................................... 90 mm 

Weight: ..................................................................... 110 g 

Drive: ........................................................................ 1/2“ 

 

KL-0483-12   Reaction Wrench  46 
 

Suitable for Vauxhall/Opel and GM OHC-engines. 
 

Field of Application: 
Required to lock and twist the water pump, so enabling the 
driving belt to be tensioned. 
 

Technical Data: 
: ........................................................................... 46 mm 

Length: .................................................................... 90 mm 

Weight: ..................................................................... 110 g 

Drive: ........................................................................ 1/2“

 

  Warnings and Notes 

 Any work on vehicles should only be performed by 
qualified personnel observing and complying with the 
directions, provisions, and safety regulations issued by 
the vehicle manufacturer. 

 Only the vehicle manufacturer’s data apply to all work 
done on the vehicle. 

 All specific vehicle data stated herein are supplied under 
reserve and without commitment. 

KL-0483-10 / -11 / -12 
 
 
 

  
 
 
 
 

Application examples: 
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