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Product Information    

KL-0780-30   Counter-Holding Tool, Crankshaft 

Suitable for the Ford 2.5 l and Volvo 1.6, 1.8, 1.9, 2.0, 2.3, 

2.4, 2.5, 2.8 and 2.9 l, 4- and 5-cylinder petrol engines, and 

the 2.0 and 2.4 l 5-cylinder Diesel engines. 
 

Fitted to: Ford Focus, Galaxy, Kuga, Mondeo, S-MAX and 

Volvo C30, C70, S40, S60, S70, S80, V40, V50, V70, XC70, 

XC90.  
 

Ford  

Petrol engines: HUBA, HUWA, HYDA, HYDB, JZDA, LCBD 
 

Volvo 

Petrol engines: B4164S, B4194T, B4204S, B4204T,  B5204T3, 

B5204T4, B5204T5, B5234FS, B5234T3, B5234T7, B5234T8, 

B5234T9, B5244S, B5244S2, B5244S4, B5244S5, B5244S7, 

B5244SG, B5244SG2, B5244T, B5244T2, B5244T3, B5244T4, 

B5244T5, B5244T7, B5254FS, B5254T, B5254T10, B5254T11, 

B5254T2, B5254T3, B5254T4, B5254T5, B5254T6, B5254T7, 

B5254T8, B6284T/T2, B6294S, B6294S2, B6294T, B6304S3 
 

Diesel engines: D5204T, D5204T2, D5204T3, D5204T5, 

D5244T, D5244T10, D5244T11, D5244T13, D5244T14, 

D5244T15, D5244T16, D5244T17, D5244T18, D5244T19, 

D5244T2, D5244T3, D5244T4, D5244T5, D5244T6, D5244T7, 

D5244T8, D5244T9 
 

Field of Application 
This tool is designed to be used for counter-holding the vibration 

damper while loosening and tightening the crankshaft central 

screw. 
 

Warnings and Notes 
 

 Do not attempt to start the engine whilst the KL-0780-30 tool 

is still mounted. 

 The KL-0780-30 counter-holding tool is only designed to be 

used for counter-holding the vibration damper while 

loosening and tightening the crankshaft central screw. 

 Any work on vehicles should only be performed by qualified 

specialist personnel observing and complying with the 

directions, provisions, and safety regulations specified by the 

vehicle manufacturer. 

 Always refer to the vehicle manufacturer’s data and 

instructions as only these apply to all work to be carried out 

on the vehicle. 

 All specific vehicle data stated herein are supplied under 

reserve and without commitment. 

Scope of Delivery 
 

Pos. Part No. Description Qty 

- KL-0780-30 Counter-Holding Tool, Crankshaft 1 
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