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Product Information    

KL-0193-90  Pry Bar Set 

 

Field of Application 

These pry bars made of special steel are ideal for: 

 Dismantling stubborn components.  
 

 Positioning components. 

 Holding components in position.  
 

 Spreading clamping bores, etc. 

Technical Data 

Part No. Length: Blade width: 

KL-0193-901 610mm 20mm 

KL-0193-902 460mm 20mm 

KL-0193-903 310mm 16mm 

KL-0193-904 200mm 10mm 

Scope of Delivery 

Part No. Description Qty 

KL-0193-90 Pry Bar Set 1 

composed of:   

KL-0193-901 Pry Bar with Handle, 8" 1 

KL-0193-902 Pry Bar with Handle, 12" 1 

KL-0193-903 Pry Bar with Handle, 18" 1 

KL-0193-904 Pry Bar with Handle, 24" 1 

KL-0190-94 - Pry Bar 
 

Field of Application 

This pry bar made of special steel is ideal for: 

 Dismantling stubborn components. 

 Positioning and holding components in position. 
 

 Spreading clamping bores, etc. 

Technical Data 

Length: ......................................................................... 900mm 

Blade width:  ................................................................... 24mm 

  Warnings and Notes 

 Any work on vehicles should only be performed by qualified 
specialist personnel observing and complying with the 
directions, provisions, and safety regulations specified by 
the vehicle manufacturer! 

 Always refer to the vehicle manufacturer’s data and 
instructions as only these apply to all work that is carried out 
on the vehicle. 
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