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Surface-Mount Worktop
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Product information
(Translation of the product information)

Product description

KL-4999-1280 - Surface-mount worktop for KL-4999 series / 1507 XL

Fits the MODULO workshop trolley KL-4999-..series and GEDORE 1507 XL. 

Extremely robust surface-mount worktop made of impact-resistant and oil-resistant ABS hard plastic. For easy mounting on the 
already existing wooden worktop. Two can shelves and eight storage compartments for orderly storage of various small parts.

Scope of supply/Single parts overview

Item Part no. Description Qty.

- KL-4999-1280 Surface-mount worktop  
for KL-4999 series / 1507 XL 1

Specifications
Inner plate dimension:Inner plate dimension: ............................................... ............................................... 1202 x 639mm1202 x 639mm

Weight:Weight: ............................................................................................... ............................................................................................... 3.2kg 3.2kg

Safety instructions and regulations
Before using the special tools, read and understand all 
safety instructions and follow them for safe use! 
Use the special tools as intended and always carry out 
maintenance and repair work in compliance with the 
regulations on occupational safety and accident prevention 
as well as the vehicle manufacturer's instructions!
Prior to each use, check the special tools carefully for 
damage, loose parts or unauthorised modifications. Never 
use it if you notice any such deficiencies!
Always wear your personal protective equipment (for 
example safety goggles, protective gloves, safety shoes)  when 
working!

The surface-mount worktop can either be glued to the worktop or 
fastened with screws.


