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PRODUCT DESCRIPTION

KL-0101-120 - Adhesive weight remover
Universally applicable for balancing work on aluminium rims as well as for other work, e.g. on inner linings, trims and 
much more. 

For quick and easy removal of adhesive weights on aluminium rims and other lever work on the vehicle. The extremely flexible 
3-sided plastic blade prevents damage to the paintwork. The sturdy handle allows the use of a hammer, e.g. for strongly stuck 
adhesive weights and the ergonomically shaped side of the blade allows comfortable handling with both hands.

Scope of supply / single part overview

Part no. Description Qty.

KL-0101-120 Adhesive weight remover 1

Specifications
Blade shape: .......................................................................................... flat

Blade length: ................................................................................ 150mm

Blade width: .................................................................................... 20mm

Blade thickness: ............................................................................7.5mm

Overall length: ............................................................................. 305mm

Colour: ...................................................................................................blue 

Weight: .................................................................................................150g

Material: ..........................................................................................Plastics

SAFETY INSTRUCTIONS AND REGULATIONS
Read and understand this product information before using the special tool. This serves to familiarise you with the special 
tool for safe use!
Use the special tool as intended and always carry out maintenance and repair work in compliance with the regulations on 
occupational safety and accident prevention as well as the vehicle manufacturer's instructions!

Before each use, check the special tool carefully for damage, loose parts, or unauthorised modifications. Never use it, if you 
notice any such deficiencies!

Always wear your personal protective equipment, e.g. safety goggles, protective gloves, safety shoes, during work if necessary!

Interrupt your work immediately if you are unsure about using the special tool, and contact GEDORE Automotive GmbH 
if necessary!

Dispose of the special tool and its packaging material in an environmentally compatible way in accordance with the legal 
requirements. If necessary, ask your local authorities or GEDORE Automotive GmbH about environmentally friendly disposal 
options!


