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KL-0104-214
Spreader Tool Upgrade Kit, Lower Ball Joint, Audi (Pat.)
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Scope of delivery/component overview

Pos. Part no. Description Qty

A KL-0104-214 Spreader Tool Upgrade Kit,  
Lower Ball Joint, Audi 1

A.1 KL-0104-2110 A Bolt, Ø 10mm 1

A.2 KL-0104-2141 Bolt, with M10 Thread 1

Specifications

Length: ..............................................................................................60mm

Bolt thread: .........................................................................................  M10

Product description

KL-0104-214 - Spreader tool upgrade kit, lower ball joint, Audi (pat.)
Suitable for use on the lower ball joint clamp (slot) in the front wheel bearing housing (steering knuckle).
Applications: Audi A4 (8K), A5 (8T, 8F), A6 (4G), A7 (4G), A8 (4H), Q5 (8R) etc. 
The kit is intended to complement the earlier spreader tool kits KL-0104-21-1 A and KL-0104-21 A.
Used to professionally spread the clamp (slot) in the front wheel bearing housing (steering knuckle) accommodating the lower 
ball joint.
Required when replacing suspension ball joints. Damage to vehicle components caused by improper removal and installation of 
the ball joint is thus prevented.

SAFETY INSTRUCTIONS AND REGULATIONS
Read and understand this product information before using the special tool, as it serves to familiarise you with the special 
tool and thus ensures safe use!

Use the special tool as intended and always carry out maintenance and repair work in compliance with the regulations on 
occupational safety and accident prevention as well as the vehicle manufacturer’s instructions!

Before each use, check the special tool carefully for damage, loose parts, or unauthorised modifications. Never use it if you 
notice any such deficiencies!

Before each use, check the moving parts on the special tool for dirt, if necessary clean and lubricate it exclusively with 
molybdenum disulphide paste, for example KL-0014-0030!

Always wear your personal protective equipment, e.g. safety goggles, protective gloves, safety shoes, if necessary!

Interrupt your work immediately if you are unsure about using the special tool, and contact GEDORE Automotive GmbH 
if necessary!

Dispose of the special tool and its packaging material in an environmentally compatible way in accordance with the legal 
requirements. If necessary, ask your local authorities or GEDORE Automotive GmbH about environmentally friendly disposal 
options!
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