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VHB™ adhesive tape, white, Width×length (mm× m): 12X33

Order data

Order number 083781 12X33

GTIN 4054596766396

Item class 08M

Description

Version:
Double-sided high-performance adhesive tape of pure acrylate adhesive (VHB) for
permanently strong bonds. High instant tack, high resistance to temperature, weather, UV and
solvents. Excellent sealing function, vibration-damping.
The 3M™ LSE-110WF is specially designed for challenging bonding applications to low surface
energy plastics and composite materials, indoors and outdoors.
Note:
The specified “best before” date for 3M™ products is in relation to compliance with the specified
storage guidelines.
Further 3M™ VHB™ tapes in different thicknesses and lengths are available on request.
Adhesive: Acrylate
Length: 33 m
Width: 12 mm
Thickness: 1.1 mm

Technical description

Colour white
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temperature-resistant up to 90 °C

Manufacturer's designation LSE-110WF

Thickness 1.1 mm

Adhesive strength on steel 4.4 N/mm

Adhesive Acrylate

“Best before” date 18 mo

Length 33 m

Type of adhesive tape double-sided

Material of covering Siliconised PE film

Storage temperature 16 °C

Width 12 mm

Storage humidity 40 %

Product name attribute white

Type of product Adhesive tape
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