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Cordless pop rivet tool Birdie®, Type: CAS

Order data

Order number 770501 CAS

GTIN 4007081111973

Item class 74A

Description

Version:
Cordless tool for flexible use.
Advantage:
High operating speed combined with equally high performance; high reliability due to electronic
control.
Small, handy and only 900 g without the battery. Coloured nozzles make it easier to match
them to the pop rivet used. Extremely easy and quick nozzle change-over and maintenance of
the chuck jaws without the use of tools. The transparent collection container enables constant
monitoring of the remaining rivet pin filling quantity. The new Click & Twist function means the
container can be emptied quickly and easily.
Supplied with:
Includes Li-ion push-in battery No. 770524 and charger No. 770528 size CAS in L-BOXX. Nozzles
17 / 24; 17 / 27; 17 / 29 and 17 / 32.

Technical description

Battery voltage 18 V

Weight including rechargeable battery 1.3 kg
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Battery capacity 2 Ah

Setting force 10000 N

Tool stroke 25 mm

Type of rechargeable battery Lithium-ion

Number of rechargeable batteries contained 1

Power supply Mains operated

for pop rivets in all materials up to 5 mm

suitable battery - supplier / battery type / voltage Type CAS 18 V

Packaging Modular case (L-Boxx)

Type of product Pop riveter

Accessories

Li-ion quick-change battery, CAS Capacitance 2,0 A·h 770524 2,0

Battery charger Type CAS 770528 CAS
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