
Data sheet

TextFlow 12

Liquid metal, 25 ml

Order data

Order number 083380

GTIN 4260205360989

Item class 08G

Description

Version:
Quick curing grey metal epoxy resin, suitable for mechanical machining (sawing, drilling,
milling, tapping).
Application:
For filling cracks, wrongly drilled holes, imperfections etc. in cast iron, steel, iron,
aluminium, ceramics, wood, and concrete.
Labelling of hazardous substances: GHS07 caution
Labelling of hazardous substances: GHS09 harmful to the environment
hazardous goods class: 9
Tensile shear strength: 25 N/mm2

Technical description

Labelling of hazardous substances GHS07 caution

Labelling of hazardous substances GHS09 harmful to the environment

Tensile shear strength 25 N/mm2

Manufacturer's designation WS-362-025
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Dynamic viscosity 750000 mPas

Operating temperature range -35 °C

Suitable for application area Repairs

Colour grey

Capacity 48 g

hazardous goods class 9

Suitable for material Concrete

Suitable for material Steel

Suitable for material Aluminium

Suitable for material Stainless steel

Suitable for material wood

Suitable for material Cast iron

Shape Paste

Characteristics can be re-closed

Working life after date of manufacture 12 month

UN number UN3077

Storage temperature 10 °C

Chemical basis Epoxy resin

Hardness according to Shore A 68

Density 1.8 g/cm3

Functional strength to 15 min

Touch dry after 4 - 6 min

Product name attribute 25 ml

Type of product Two-component adhesive
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