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TextFlow 12

Hardness testing machine Rockwell, Type: HR110

Order data

Order number 495080 HR110

GTIN 4946368631554

Item class 44F

Description

Version:
Rockwell hardness testing machines, robust design with high accuracy (to DIN EN ISO 6508-2,
ASTM E-18). Works without a power supply, automatically preset dial indicator, no manual
presetting required.
Supplied with:
Diamond penetration head, steel ball penetration head 1/16 inch, steel balls 1/16 inch, flat anvil
⌀ 64 mm, Vee anvil ⌀ 40 mm, dust cover, hardness comparison plates, spirit level. 3 hardness
comparison plates.
Attention:
German version. Order free UK adapter plug No. 08 1174_GB.
Note:
Further accessories available on request.
Calibration: Price on request
Scale divisions: 0.5 HR
Display: dial gauge
Test procedure: Rockwell
Rockwell scales: A, B, C, D, E, F, G, H, K, L, M, P, R, S, V
Operation: manual
Main load test force: 60; 100; 150 kg
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TextFlow 12Technical description

Rockwell scales A, B, C, D, E, F, G, H, K, L, M, P, R, S, V

Height 780 mm

Scale divisions 0.5 HR

Length 512 mm

Pre-load test force 10 kg

Operation manual

Width 296 mm

Test procedure Rockwell

maximum sample width 180 mm

Weight 49 kg

Display dial gauge

maximum sample height 180 mm

Main load test force 60; 100; 150 kg

Manufacturer's designation HR-110MR

Calibration Price on request
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